
         FASTENER & BOSSES SPECIFICATION 

End use :   For All Model Water Heater   

Item Code  
# 

Description of Product Dimension Tolerance Coating 
Head 
Diameter  
(Ø mm) 

Thread 
Diameter  
(Ø mm) 

Inner 
Diameter  
(Ø mm) 

Height/Length 
         (mm) 

Head 
Thk    
(mm) 

Thread 
Length    
(mm) 

Type Thread    
Size 

9120080069 Hexagonal nut M8 12.80 6.80 6.80 6.40 ----- …… Socket M8 ±0.2 Zinc 

9120080068 Hex Headed bolt M8 13.00 
(+0/-0.2) 

7.80 ------ 25.30 5.3 20.0 Socket M8 ±0.2 Zinc 

9120080520 Square Headed Bolt M8 12.80 7.80 ------ 25.0 5.0 20.0 Socket M8 ±0.2 Zinc 

9120080071 Self tapping screw 10.0             
(+0/-0.2) 

6.30 ------ 19.4          
(+1.3/ – 0.30) 

6.0    
(+1/-0) 

13.4  
(±0.3) 

Philips M6.3 ±0.2 Zinc 

9120080072 Self tapping screw 7.9 3.9±0.1 ------ 12.70 3.0±0.1 9.7 Philips M3.9 ±0.2 Nickel 

9120080385 Pan Head Self tapping 
M4X13mm 

7.9 4.0±0.1 ------ 15.7 2.7±0.1 13.0 Philips M3.9 ±0.2 Nickel 

9120080386 Pan Head Self tapping 
M4X37mm 

7.9 4.0±0.1 ------ 39.7 2.7±0.1 37.0 Philips M3.9 ±0.2 Nickel 

9120080499 Pan Head Self tapping 
screw(New Small) 

6.9 4.0±0.1 ------ 24.7 2.7±0.1 22.0 Philips M3.9 ±0.2 Nickel 

9120080501 Pan Head Self tapping screw 
(New Long) 

6.9 4.0±0.1 ------ 27.7 2.7±0.1 25.0 Philips M3.9 ±0.2 Nickel 

9120080151 Hex Socket Cap Screw 9.8 5.8            
(-0.10/+0.0) 

------ 18.0 6.0 12.0 Allen M6 ±0.2 Zinc 

9120080076 Cap screw 
 

9.3 4.0   
(+0.0/-0.2) 

------ 8.6(±0.5) 2.6 6.0 
(±0.3) 

Philips M4 ±0.2 Zinc 

9120080077 Lock washer Ext/Int tooth 8.0 ------ 4.3 1.0 ------ …… Tooth ------ ±0.1 Zinc 
 

9120080194 Steel spring washer 11.6 ------ 6.4 1.8 ------ ……. Spring ------ ±0.1 Zinc 

9120080079 Hook Nail Screw (Big) - 10.0 
(+0.0-0.2) 

…… 80 ±1.0 4.5 (±0.2) 57.0 
(±1.0) 

Hook M10 ±0.2 Zinc 

Fisher -  10±0.2 57.0 ±0.5 - - - - - - 

9120080703 Hook Nail Screw For 10 & 15L - 8.0(±0.1) …… 68±1.0 3.5 (±0.1) 50.0 
(±1.0) 

Hook M8 ±0.2 Zinc 

Fisher - - 8.0±0.2 50±0.5 - - - - - - 

9120080104 Cable Wire Tag 8.3 - 4.3±0.1 20(+3/-0) 0.6±0.05 - - - ±0.2 Zinc 
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# 
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Head 
Diameter  
(Ø mm) 

Thread 
Diameter  
(Ø mm) 

Inner 
Diameter  
(Ø mm) 
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9120080081 Hexagonal nut M6 10.0 5.0 5.0 5.0 ----- …… Socket M6 ±0.2 Zinc 

9120080080  Hex Headed bolt M6X16mm 13.0 
(+0/0.2) 

5.8±0.1 ------ 20.0 4.0±0.1 16.0 Socket M6 ±0.2 Zinc 

9120080792 Pan Head Screw For Plastic 
M4X35mm 

7.0 4.0±0.1 …….. 37.7 2.7±0.1 35.0 Philips M4 ±0.2 Nickel 

9120080793 Pan Head Screw  For Plastic 
M4X14mm  

7.0 4.0±0.1 …….. 16.7 2.7±0.1 14.0 Philips M4 ±0.2 Nickel 

9120080794 Pan Head Self Thread  
Forming Screw M4X6mm 

8.0 4.0±0.1 …….. 9.1 3.1±0.1 6.0 Philips M4 ±0.2 Zinc 

9120080800 Self tapping screw  
M6.3X15mm 

10(+0/0.2) 6.3±0.1 ……. 21 6(+1/-0) 15 Philips M6.3 ±0.3 Without 
zinc coated 

9120080801 Self Tapping Screw 
M2.9X6.4mm 

5.4 2.9±0.1 ……. 8.4 2.0±0.1 6.4 Philips M2.9 ±0.2 Zinc 

 

HOMOLOGATION TEST: 

Description Standard Range 

Visual Inspection Should be no visible defects material, must be hardened 

Check in process ( Fittings) Material should be fitted in the process / should be no damaged after fixed in the water Heater 

Torque (N-m) Passed through standard (pressure of driver should be 4.5 bar of Self tapping screw M6.3X15mm) 

Check in normal operation of Water Heater Should not deteriorate after installation  

Oven Test For Fischer @80ºC/5hrs  Should be No melted, no deformation, no hardened 

Material for fastener Steel Grade 8.8 

Material for Fischer Nylon Gray 

 


