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ENGINEERING SUGGESTED VENDOR
SUPPLIER 1: THE BOULDER COMPANY.
SUPPLIER 1 P/N:340058

NO. QTY. PART NUMBER DESCRIPTION COMPONENT SPEC SHEET
1 1 340055P GROUND ROD
2 1 020135 X 6-1/2' WIRE 12 AWG GREEN, CSA 103995
3 2 043050 1/4 INTL TOOTH LOCK WASHER 103737
4 1 044021 1/4-20 KEPS HEX NUT PL 105235
5 1 046010 1/4-20 X 3/4 HEX HEAD CS GR5 $5 103751
é 2 022095-35 TERM 1/4 EYE 10-12 AWG 105587
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This document contalns proprielary and confide nlial information belonging

to Allmand Bros., Inc. i may not be copisd or disclosad in whola or part
without Allmand Bros., Inc. written permission.

NO. | Q1. PART NO. NAME
1 1 340065 ROD GROUND ROD
2 1 651035 HEAD GROUND ROD
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SPECIFICATIONS FOR ITEM 1:

1. 1035 STEEL COLD DRAWN TO ASTM A1080 AND AISI C1017 STANDARDS.

2. COPPER COATING THICKNESS .254MM.

3. MUST MEET OR EXCEED THE REQUIREMENTS OF THE STANDARDS ANSI/ UL 467-1997, CSA
AND ANSI/ NEMA GR-1.

SPECIFICATIONS FOR ITEM 2:
1. 1/4" CQPO A36 PLATE.

SPECIFICATIONS AFTER WELD:

1. PAINT USING SAFETY GREEN PMS 335.
2. DO NOT PAINT COPPER SHAFT BEYOND PAINT DIMENSION.
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ENGINEERING SUGGESTED VENDOR

SUPPLIER 1: ERICO INTERNATIONAL CORPORATION
SUPPLIER 1 P/N: 611330

SPECIFICATIONS:

1. 1035 STEEL COLD DRAWN TO ASTM A1080 AND AISI C1017 STANDARDS.

2. COPPER COATING THICKNESS .254MM.
3. MUST MEET OR EXCEED THE REQUIREMENTS OF THE
STANDARDS ANSI/ UL 467-1997, CSA AND ANSI/ NEMA GR-1.
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This document contains proprietary and confidential information belonging
to Allmand Bros., inc. It may not be copied or disclosed in whole or part
without Allmand Bros., Inc. written permission.

3.750

UP 90° R.120

OH 3.157

2X R .250 .J..____

2XR 313
N

= 1.125 |'_

R.313
|\\ Y | | \_ R.188
—=.500 r /[ 3X R .250
— 1.375 —=
FLAT PATTERN
K-FACTOR .345
FORMED
AT SRR h—-.-.-u ™  Howreck, NE
TDT | CHANGED SQUARE INGHES FROM 9.3 70 11.9 & K FACTORTO .345. 12.17-14_| 4309 | E | TOLERANCES [32/14/04 PR
SAS | UPDATED TO CURRENT STANDARDS T T 38 T D | o 208 [ o527 5 PEC:HEAD
BWM| OPENED BOLT HOLE FROM 3.281 1O 3.375 SO WHEN PLASMA CUT, 174" BOLT WLL FIT. WIDENED PART 1/4" 0302710 | 2728 | C | x50 So[mea 119 _sam]  CROUNDROD
W__s_ ADJUSIED CENTER OF SLOT. CHANGED SLOT 1O .625 X 1.00 03/19/08 | 2210 | B | ANGLES =" [ "o e —
MW 1 NEW PART 02/14/06 | 06-0023] A | DIMENSIONS fempmre—————— PAGE
CHG REVISION RECORD DATE|ECOIREV| incH oo 1or2| 651035 E




dOd dNNOdS

dviH
9€OL99ﬂ/




This document contains proprietary and confidential information belonging
to Allmand Bros., Inc. It may not be copied or disclosed in whale or part
without Allmand Bros., Inc. written permission. m._|CU U__/\_mzm_ozm
SPECIFICATIONS: PART NORESICINERN]  “c\zE
1. UL LISTED AND CSA CERTIFIED FOR: A W c M H
A 600 V MAX VOLTAGE RATING:
(1000 V MAX IN SIGNS, FIXTURES AND LUMINAIRES).
14-10 AWG SOLID OR STRANDED COPPER WIRE 022413 | PV10-6R-D #6 1.056 .31 .31 .89 .15
221°F (105°C) MAX TEMP RATING WITH CT-550,
#12 & #10 WITH CT-1550, CT-1551 INSTALLATION TOOLS.
B. 300V MAX VOTAGE RATING 022323 | PV10-8R-D #8 A7
12-10 AWG SOLID OR STRANDED COPPER WIRE
167°F (75°C) MAX TEMP RATING WITH CT-100 #10 20
INSTALLATION TOOLS. :
2. MATERIAL: .04 THK COPPER, TIN PLATED WITH
VINYL HOUSING, YELLOW. 022095-35| PV10-14R-D 114 1.23 52 .38 97 27
3. STRIP LENGTH: 5/16
ENGINEERING SUGGESTED MANUFACTURER: 5/16 33
MANUFACTURER 1: PANDUIT
MANUFACTURER 1 P/N:SEE TABLE 022423 | PV10-38R-D 3/8 1.31 .58 A1 1.02 .39
ANY QUALIFIED VENDOR 1/2 1.46 72 .53 1.10 52
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This dsciamant sentsing pecielatary and cinfidential infarmation belonging CONDUCTOR
o Brws i oy gt B o o cachosed i ol o part PART NO WIRE COLOR — STRANDING qz__m‘_mk__m.mw_%\__,“_.mv NOMINAL 0.D. (MILS) ALLOWABLE AMPACITIES +
ENGINEERING SUGGESTED VENDOR 7 7 B 5 80C e
. 18 16 30 107 7 7
SUPPLIER 1: A - : 1 ¥ u L !
8 41 30 08 7 7
w_umo__u_o>jOzm 6 7 30 18 10 10
TYPE MTW/ TEW OR AWM - 1A MEET OR EXCEED ALL APPLICABLE 6 16 30 20 10 10
REQUIREMENTS OF: 020030 BLACK
«  ASTMB174 SIZES 18 - 10 AWG. ASTM B787 SIZES 8 - 2 AWG. 220091 %Mmmmﬁ
+ UL 1063, 1015 and SUBJECT 758. a000 i
. CSA C22.2 No. 127-95 and NO. 210.2-95. n. 0045 BLUE
«  FEDERAL AND MILITARY SPECIFICATION J-C-30B. 020046 GRANGE
. NATIONAL ELECTRIC CODE NFPA 70 and 79. 020050 BROWN
. OSHA ACCEPTABLE 020051 WHITE
. ROHS COMPLIANT. 020055 WHITE W/ BLACK
. ALL SIZES MEET UL VW -1, CSAFT -1.2.
020061 YELLOW
2. CONDUCTORS: e E 16 2 30 121 10 10
. BARE COPPER 020075 TAN
. CLASS K STRANDS FOR SIZES 18 THROUGH 10 AWG.
. COMBINATION OF UNILAY FOR SIZES 8 THROUGH 2 AWG. 020080 BLUE W/ WHITE
3. INSULATION: 020085 BROWN W/
. A TOUGH, HEAT AND MOISTURE RESISTANT PVC. ORANGE
YELLOW W/
R PUPRLE
14 10 30 136 15 15
NOTES: 14 76 30 136 15 15
+ ALLOWABLE AMPACITY SHOWN FOR GENERAL USE AS SPECIFIED BY THE 530095 RED
ELECTRICAL CODE, 2002 EDITION, SECTION 310.15. P BLACK
- 60°C - WHEN TERMINATED TO EQUIPMENT FOR CIRCUITSRATED 100 AMEPRES e T
OR LESS OR MARKED FOR #14 THROUGH #1 CONDUCTORS, MTW WET LOCAIONS 4
OR WHEN EXPOSED TO OIL. “.m 0 BLUE 14 41 30 132 15 15
«  75°C - WHEN TERMINATED TO EQUIPMENT FOR CIRGUITS RATED OVER 100 02010 PURPLE
AMPERES OR MARKED FOR CONDUCTORS LARGER THAN #1. MTW WET 020105 YELLOW
LOCATIONS OR WHEN EXPOSED TO OIL. 020110 | ORANGE
- AMPACITIES SHOWN FOR MTW AS SPECIFIED BT NFPA 79. 020115 WHITE W/ BLACK
14 65 30 37 15 5
14 104 30 37 15 5
12 16 30 55 20 20
— 12 41 30 54 20 0
0201 RED
020135 GREEN
GREEN W/
020136
020140 <__wm WMM< 1 ° * . ° ?
020145 BLUE
020150 WHITE
020155 BROWN
10 26 30 179 30 30
- 10 65 30 174 30 30
| 0201 RED
020162 GREEN
gehies SHITE. 10 105 30 176 30 30
020170 BLACK
020175 BLUE
10 165 30 17 30 1= 30
2 imand
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