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Pan-head screw
STARK with drill point
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Description:
Slot: PHILIPS, PH2. W e p— MIN
Plating:
1. phosphated min 5 mc (micron) and black e DIA. (A) | DIA. (D) | DIA. (d) - ¥ Q o D Dp TOROUE
painted. Kg*em
2. white (blue) zinc 5 mc (micron). 3.5mm |6,54-6,90|3,43-3,53|2,51-2,64|2,40-3,53| 1,27 (1,40-2,03]14,20|4,50-5,00|2,70-2,80 38
Material: case-hardened steel. 3.8mm|7,40-8,10|3,73-3,91|2,77-2,92|2,55-2,80| 1,34 | 1,63-2,26|4,20|4,50-5,00 | 3,00-3,10| 42

Drill point.

Drill time 2mm steel <5 sec.

Thread length - full.

Surface hardness: after heat treatment shall be
more than 550HV.

Core hardness: 270 HV 5 - 390 HV 5

Case depth: min - 0.10, max - 0.23

BHumaHue!
OTOT AOKYMEHT COAEPKUT TEXHUYECKWE CBEAEHUS , siBMsiioLLMecst cO6CTBEHHOCTbI0 MAO "[IHenpononumepmall " (YkpauHa). PackpbiTie MHopmaLummn ApyriM nuuam unm ucnosib3oBaHune
9TOW TEXHUYECKON UHpopMaLmm , B nto6om cryyae , 6e3 npeaBapuTenbHoro nucbMexHoro cornacus NAO  “[iHenpononvmepmall " 3anpeLuaeTcs.
WARNING!
This document contains technical information proprietary to PJSC "Dnipropolymermash™ (Ukraine). The disclosure to others or use of this technical information, in any way, without the
prior written content of PJSC "Dnipropolymermash” is hereby exspressly prohibited.

Microstructure: the microstructure shall not exhibit
any ferrite streaks between the surface zone and 432_XXXX_X
the core after heat treatment.
Hydrogen embrittlement
qu electroplated drilling screws there is a risk of i LLlypyn Ans r/k Mpochunisi Co cBEpRoM, Jlum. Macea | Macwmab
failure due to hydrogen embrittlement. Therefore Vam | Jluem N"_gorym. flogn. | foma cepbiil hocaT nm Genbiii LuHK, 3,5%9,5
steps shall be taken by the manu_fac@urer a_md/or Fazpab. [Tanun K.B. / Pan head screw with drill point, gray A
the ele_ctrc_)plater to manage the risk including test | 7,5 phosphate or white zinc, 3,5x9,5.
detection in accordance with ISO 15330. T_konmp Tuem 1 ‘ Tuemob 1
In this connection ISO 4042, in which measures : :
for hydrogen embrittlement relief are described m C1018-1022 STELL PJSC "Dnipropolymermash”
for electroplated fasteners, shall also be -KOHMP. CASE HARDEN (Ukraine)
consulted. Ymé. Qegerko C.B.
Konupoban Qopmam A4




